Line Input & Stage Plot for
Pretzel Logic – A Steely Dan Revue

www.pretzellogicband.com

Contact: Dave Hill - Cell: 818-720-1867
This is a list of our standard sound system requirements. An experienced Sound Engineer

must be available throughout our performance time. There must be a standard Mixing console

setup in the Front Of House. Guitarists, Bassist, and Keyboardist all bring their own amps.

      Input

Mic (Microphones can be exchanged with a similar replacement)
  1) Kick

•   SHURE BETA 52A or AKG D-112

  2) Snare

•   SHURE BETA SM-57

  3) Hi Hat

•   AKG 451 or Audio-technica 4041

  4) Tom 1

•   Sennheiser MD 421
  5) Tom 2

•   Sennheiser MD 421
  6) Floor Tom
•   Sennheiser MD 421
  7) Drum-OH-L
•   Neumann K184 or Audio-technica 4041

  8) Drum-OH-R
•   Neumann K184 or Audio-technica 4041

  9) BASS

•   Direct XLR Cable from AMP

10) F-Twin (AMP 1)
•   SHURE SM-57 and up
11) F-Twin (AMP 2)
•   SHURE SM-57 and up
12) KBD L

•   D.I.
13) KBD R

•   D.I.
14) VOX1

•   SHURE SM-58 / BETA
15) VOX2

•   SHURE SM-58 / BETA
16) VOX3

•   SHURE SM-58 / BETA
17) Sax 1

•   SHURE SM-57
18) Sax 2

•   SHURE SM-57
19) Sax 3

•   SHURE SM-57
20) T.B

•   AVAILABLE TO ALL MONITORS / SHURE SM-58
OUTBOARD GEAR @ Front Of House

•   8 COMPRESSOR UNITS

•   FX: DIGITAL DELAY

•   FX: STEREO REVERB

•   1/3 Octave EQ for L/R + Each Monitor Mix
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